
•	 Modular with quick assembly 

•	 Section assembly includes: 2 posts, 2 trusses, 2 rails and hardware

•	 Mounting structure is 100% hot-dipped galvanized

•	 Rugged, Weather Resistant Designs 

•	 10-year guarantee against mechanical failure (breakage) of the frame construction

FEATURES & BENEFITS

Patriot Solar Group
1007 industrial Avenue
Albion, Michigan 49224 USA  
Ph: (01) 517 629 9292
Fax: (01) 517 629 9296
www.patriotsolargroup.com

Natural Gas 
Wellhead Monitor

with Battery Back-up

2 Panel System
(60/72 Cell Panels)	

3 Panel System
(60/72 Cell Panels)	



Ten (10) years against mechanical failure of the frame construction
Two (2) years on Electronics and Workmanship

Natural Gas 
Wellhead Monitor

with Battery Back-up

2 Panel System
(60/72 Cell Panels)	

3 Panel System
(60/72 Cell Panels)	

Mechanical Data 2 Panel System 3 Panel System
Type Fixed / Adjustable

Rail Length 83” 123”

Height (in) 78’

Tilt Angle 10 - 40° adjustable range

Section Length (in) Variable

Post to Post (in) 56”

Wind Survival 100 mph

Quantity of Modules 	
Based on (60/72 Cell Panels) Up to 3* Panels

Module Orientation Portrait

All specifications subject to change without notice.

WELLHEAD MONITOR

2 Panel System

3 Panel System


